Air cooling spindle

Quick Detail:
Electrical Specification
speed | power | voltage | current |frequency dimension prod
TYPE collect
(pm) | (kw) ") (A4) (HZ) L4 15 L6 L1
. GDZ65E-800 24000 0.8 220 4 400 d63 ER11 1825
° GDZ80F-15 24000 15 220 3 400 &80 ER11 1933
18
n GDZ80F-2.2 24000 22 220 g 400 D80 ER16 1933
d GDZ80F-2.2 24000 22 220 g 400 &80 ER20 1935
GDZ93*82-1.5 18000 15 iég 6.6 38| 300 45 30 20 ER20 137
220
GDZ93*82-2.2 18000 22 320 g 46 300 45 30 37 ER23 173
S 220
q GDZ93*82-3.5 18000 33 180 13 75 300 45 30 37 ER25 214
: GDZ93*82-3.5D 18000 33 380 1.5 300 45 30 37 ERISER2ZS | 2015
r | GDZ120x103-4.3 18000 43 iég 173 10 300 60 36 25 ER32 190
[+
GDZ120*103-6 18000 6 izg 2:}2'8 300 60 36 40 ER32 233
GDZ120*103-7.5 18000 15 380 143 300 60 36 13 ER32 272
GDZ170*130-12 18000 12 380 22 300 60 30 30 ER32orER40 | 279

The Dimension of spindle
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® Connector place
@ Air cooled rear
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