
22 series (serial) 

○ Standard Specifications-Unsupported Features△ Option Specifications 

Turn-milling compound 

model 11TA 21TA 21TA-H 21TB 21TB-H 22TA 22TB 

Number of axes 4 6 (8) 4 6 (8) 

DA 2 - 

Maximum I / O number 32/32 96/96 

128/128 

(RIO, M3 

IO) 

monitor 10.4 " 8 ”/10.4” 10.4 "/ 15" 

Servo Universal pulse Tandem M2 
Tandem 

M2 / M3 

Tandem 

M2 

Tandem 

M2 / M3 

Tandem 

M3 / 

EtherCat 

VGA - 

communication Network / RS485 

Network / 

RS485 / 

SRI 

Main system axis group 2 

storage space 512MB 4GB 

 

 

 

 

 

 



Newly Designed New Generation Controller 

The new appearance is designed with open bus servo communication, which 

supports Mechatrolink 3 and Ethercat. Focus on the pursuit of higher reliability  

 

Provide various servo products required for machine tools 

Can be matched with a variety of servo applications to meet various processing 

needs 

 

High-speed spindle positioning function 

After enabling high-speed spindle positioning, the spindle can be positioned at 

any angle directly from high-speed rotation, increasing indexing efficiency.  

 

* Software version: 10.116.24 or higher; new generation of spindle driver version 

1.4.2 or higher 



 

Optimization of drilling and tapping retraction 

After setting the overlap distance, G00 can reduce the idle time and optimize the 

processing performance. 

 

* Software version: 10.116.54 or more 

 


